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AM 9 FLASH 600 

Code N° 163528 

PRODUCT DESCRIPTION  
 

Permanent spray adhesive 
 
 
 
 
APPLICATION FIELDS 
 

Permanent adhesive for printing tables. 
 

APPLICATION PROCESS 
 

Shake well before using it. 
 
APPLICATION: 
 

Spray onto the table from a distance of 25-30 cm. 
 

In order to avoid a transfer onto fabrics, wait for complete 
solvent evaporation. 
 
CLEANING: 
 

The adhesive may be repeatedly cleaned with water. 
 
REMOVAL: 
 

Use a solvent for the removal. 
 
 

Package 
Boxes with 12 Aerosol.  
1 bomb 600 ml 

Security Data Sheet Available upon request 

 

 

GENERAL FEATURES 

 

 Long lasting 
 Good adhesion 
 Particularly indicated for automatic machines with IR 

lamps 
 Indicated for different kinds of fabric 
 It doesn’t spot and transfer onto fabric 
 Ecologic without CFC 
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IMPORTANT NOTE 
 

The information given in this technical sheet is not intended to be exhaustive 
and any person, using the product for any purpose other than that specifically 
recommended in this sheet without first obtaining written confirmation from us 
to the suitability of the product for the intended purpose, does so at his own 
risk.  
While we endeavour to ensure that all advice we give about the product is 
correct, we have no control over either the quality or condition of the sub-
strate or the many factors affecting the use and application of the product. 
Therefore, unless we specifically agree in writing to do so, we do not accept 
any liability whatsoever or howsoever arising for the performance of the 

product or for any loss or damage arising out of the use of the product.  
The information contained in this sheet is liable to modification from time to 
time in the light of experience and our policy of continuous product develop-
ment. 

 

EQUIPMENT 
 

Indicated for using with automatic, semiautomatic and man-
ual machines.  

 

SPECIAL INSTRUCTIONS  
 

Always test the printing characteristics, before starting 
production.  
 
 

 


